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Specifications FDOO
Type FDOO
Rated operating current I, 160 A
Rated operating voltage U, 690V
Standards IEC 60974-1,-3; EN 6947-1,-3 o
400V a.c/100 A AC-23B
New devices for range VARIUS
690V a.c/160 A AC-21B
Rated insulation voltage U 1000V a.c.
Short-circuit strength with fuse-link 160 A, gG 120 kA
- o _ _ 400V a.c./160 A 120 kA
Rated conditional short-circuit current with fuse-links PN (rms) |
« 500Va.c/160 A 50 kA
Rated impulse withstand voltage Uio 8 kv
Fuse-link size 000 (00C), 00
Max. rated current of the fuse-link I, 160 A
Max. power losses of the fuse-link P, 12w
Power losses without fuse-link /| P, 10w
Degree of protection from front side, built-in device, cover closed / cover opened or disconnected IP30/1P20
Ambient temperature -25-+55°C
Specifications FROO
Type FROO
Rated current . 160 A
Standards IEC 60269-1, 2
Rated voltage u, 690V
Rated isolation voltage U 1000V a.c.
Short-circuit strength. with fuse-link 160 A, gG 120 kA
Fuse-link size 000 (00C), 00
Max. rated current of the fuse-link . 160 A
Degree of protection IP 20
Max. power losses of the fuse-link P, 12W
Ambient temperature -25-455°C

FUSE SYSTEMS
VARIAS

Vertical fuse devices size 00 up to 160 A

m uniform design with vertical fuse devices size 1, 2, 3
m direct mounting without busbar drilling
m 1-pole and 3-pole control

B mounting on busbars with spacing 100 and 185 mm




Connection range

a) direct connection of cables

Clip terminals Prismatic clamps

-for Cucables 1.5 - 70 mm?

b) connection of Cu/Al busbars and cable lugs

- width of the connecting space 25 mm

Simple mounting on busbars

- without busbar drilling
- outlet down or up

- for Cu/Al cables 2.5 - 95 mm?

(074

Additional covers for coverage of cable lugs and busbars

- recommended to ensure full coverage of cable lugs
- perfect coverage of the connecting space
- itis possible to connect several additional covers

Compensation of mounting height and depth
with vertical fuse devices size 1, 2, 3
- compensation of installation height by means of

compensation covers
- compensation of mounting depth by means of adapters

Signalling of cover position

- signalling of cover position ,closed”

Locking and sealing

- possible locking by padlock
- sealing option




